


























































































































增强 涂层 
超强抗污抗刮擦性能，无需打蜡抛光，减少维

护保养成本，提升室内空气质量

耐磨层 
采用0.55mm透明压花耐磨层，满足商用环境

的使用要求

印花层
高清晰度的印刷彩膜提供逼真的图像

硬核层 
采用硬质核心层工艺，更结实耐用，有效应对	

地面基层缺陷，锁扣免胶安装更方便，更环保

自带隔音垫 
产品自带的隔音垫减少楼层间噪音传导，提高

脚感舒适度，并且帮助应对地面基层缺陷



硬核工艺

•	更耐重压

•	无需适温，温差不易变形	

•	可在高架地板安装

•	自带隔音垫，减少噪音，提高	
	脚感舒适度

安全锁扣

锁扣结实耐用，不易开裂

防水锁扣

安装方便

免胶安装，更环保

专业表层防护

耐刮擦

耐污迹,耐化学物质

方便日常打理，无需打磨打蜡
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Wear Layer Thickness -0.55 mm 

Size -18" x 36" (45.7 x 91.4 cm) 

表层工艺－ ProGuardTM增强聚氨酣涂层

耐磨层厚度－ 0.55 mm 

尺寸－ 18" x 36" (45.7 x 91.4 cm) 

Overall Thickness - 6.2 mm 

Pieces Per Box - s PCS 

Weight Per Box - 20.1 kg 

Quantity Per Box - 2.17 m' 

Edge Profile - Micro Bevel 

Critical Radiant Flux(ASTM E648) - Pass - Class I 

Smoke Density (ASTM E662) - Pass － � 450 

Heat Stability by Color Change (ASTM F1514) - Pass 

Light Stability (ASTM F1515) - Pass 

Static Coefficient of Friction (ASTM D2047) -Pass 

Determination of Dimensional Stability & Curling 
after Exposure to Heat (ISO 23999) 
- Pass 

总厚度－ 6.2 mm

每箱片数－5片

每箱重量－ 20.1 kg 

每箱数量－ 2.17m'

倒角类型－微倒角

临界辐射通量（阻燃性） （ASTME648)－通过 一级

抗烟雾浓度 (ASTME662)－通过－S450

耐热性能 (ASTMF1514)－通过

耐光性能 (ASTMF1515)－通过

静摩擦系数 (ASTMD2047)－通过

受热尺寸稳定性及翘曲 (ISO 23999) 
－通过

Resistance to Chemicals(ASTM F925) -Pass 

Static Load Limit (ASTM F970) - Pass 

． Installation - SecureLock'" locking mechinism 

Warranty -15 Year Limited Commercial Wear Warranty 

耐化学性能 (ASTMF925)－通过

静态载荷极限 (ASTMF970)－通过

安装方式－安全锁扣系统

质保－15年商用酌磨层有限质保

LVT ENVIRONMENTAL STANDARDS 

Milliken LVT is highly durable resilient flooring engineered with the highest quality raw materials to provide unsurpassed performance and enduring aesthetics. M曲ken LVT is 
100% ortho-phthalate-free. M仙ken LVT is manufactured at facilities that are ISO 9001 and ISO 14001 compliant 
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Specifications are subject to normal manufacturing tolerances and may be changed without prior notice. Images in this brochure are approximate for color and pattern scale. 
Please use actual product samples to make your final selections 
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